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Overview

Pneumatic or hydraulic spinners coupled to the swivel to rotate the central pipe during single-joint connections.

Selection

Select by equipment model, pipe diameter, rated load or torque, and connection dimensions. Check each size within the same series
separately.
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Technical Specifications

Model XSL160.2C XSL225.2C XSL315.2C XSL450.2C XSL160.2B XSL225.2B

Pneumatic/
Hydraulic

MPa 0.7 ~0.9 0.7 ~ 0.9 0.7 ~0.9 0.7 ~0.9 12 12

psi 101 ~ 130 101-130 101~130 101~130 1740 1740

Drive mode Pneumatic Hydraulic

Rated flow
L/min 114 114

gpm 30.1 30.1

Rated torque
N.m 1300 1600 1600 1600 2590 2850

ft. lbs 959 1180 1180 1180 1910 2100

Braking torque
N.m 1600 2500 2500 2500

ft. lbs 1180 1840 1840 1840

Rated speed rpm 80 70 70 70 66 70

Rotation One-way Two-way Two-way Two-way

Boundary
dimension

mm 608 × 450 ×
440 740×565×475 740 × 565 ×

475 740×565×475 817×626×486 900 × 750 ×
550

in 24×18×17 29×21×19 29×21×19 29×21×19 32.1×24.6×19.1 35.4 × 29.5 ×
21.7

Mass
kg 218 272 272 272 280 350

lb 480 600 600 600 617 772

Compatible swivel SL135、
SL170 SL225 SL315 SL450 SL135、SL170

SL225、
SL315、
SL450


